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GENERAL SPECIFICATIONS AND MODELS  
HIGH POWER PROGRAMMABLE DC SWITCHING POWER SUPPLIES  

  

SPS Series:  

� Low Profile, High Power Density 1U (1.2kW)  

� Wide Ranges 1.2 to 45kW, up to 800Vdc and 2700Adc  

� SPD Dual Channel Models  

� GPIB/SCPI, RS-232, USB & Ethernet Interfaces Available  

� Built-in Output Isolation & Polarity Reversal Relays Available  

� Master/Slave Capability up to 32 Channels  

� Available w/Full Function Keypad Control, LED Indicators, Auto Sequencing & Triggering  

� External Analog Programming  

� Closed-case Calibration  

  

Model #  Output Voltage 
(V) 

Output Current (A)  Output Power 
(W)  

Cabinet  
Height  

SPS8-150  0-8Vdc  0-150Adc  1.2kW  1U  

SPS20-60  0-20Vdc  0-60Adc  1.2kW  1U  

SPS35-35  0-35Vdc  0-35Adc  1.2kW  1U  

SPS40-30  0-40Vdc  0-30Adc  1.2kW  1U  

SPS60-20  0-60Vdc  0-20Adc  1.2kW  1U  

SPS80-15  0-80Vdc  0-15Adc  1.2kW  1U  

SPS120-10  0-120Vdc  0-10Adc  1.2kW  1U  

SPS150-8  0-150Vdc  0-8Adc  1.2kW  1U  

SPS200-6  0-200Vdc  0-6Adc  1.2kW  1U  

SPS300-4  0-300Vdc  0-4Adc  1.2kW  1U  

SPS450-2.5  0-450Vdc  0-2.5Adc  1.2kW  1U  

SPS600-2  0-600Vdc  0-2Adc  1.2kW  1U  

SPS5-600  0-5Vdc  0-600Adc  3.3kW  3U  

SPS8-400  0-8Vdc  0-400Adc  3.3kW  3U  

SPS10-300  0-10Vdc  0-300Adc  3.3kW  3U  

SPS16-200  0-16Vdc  0-200Adc  3.3kW  3U  

SPS20-165  0-2-Vdc  0-165Adc  3.3kW  3U  

SPS32-100  0-32Vdc  0-100Adc  3.3kW  3U  

SPS40-82  0-40Vdc  0-82Adc  3.3kW  3U  

SPS50-65  0-50Vdc  0-65Adc  3.3kW  3U  

SPS60-55  0-60Vdc  0-55Adc  3.3kW  3U  

SPS80-41  0-80Vdc  0-41Adc  3.3kW  3U  

SPS100-33  0-100Vdc  0-33Adc  3.3kW  3U  

SPS125-26  0-125Vdc  0-26Adc  3.3kW  3U  

SPS160-20  0-160Vdc  0-20Adc  3.3kW  3U  

SPS200-16  0-200Vdc  0-16Adc  3.3kW  3U  

SPS250-13  0-250Vdc  0-13Adc  3.3kW  3U  

SPS375-8  0-375Vdc  0-8Adc  3.3kW  3U  

SPS500-6  0-500Vdc  0-6Adc  3.3kW  3U  

SPS600-5  0-600Vdc  0-5Adc  3.3kW  3U  

SPS800-4.125  0-800Vdc  0-4.125Adc  3.3kW  3U  

SPS8-800  0-8Vdc  0-800Adc  6.6kW  3U  

SPS10-600  0-10Vdc  0-600Adc  6.6kW  3U  

SPS16-400  0-16Vdc  0-400Adc  6.6kW  3U  

SPS20-330  0-20Vdc  0-330Adc  6.6kW  3U  

SPS32-200  0-32Vdc  0-200Adc  6.6kW  3U  
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SPS40-165  0-40Vdc  0-165Adc  6.6kW  3U  

SPS50-130  0-50Vdc  0-130Adc  6.6kW  3U  

SPS60-110  0-60Vdc  0-110Adc  6.6kW  3U  

SPS80-82  0-80Vdc  0-82Adc  6.6kW  3U  

SPS100-66  0-100Vdc  0-66Adc  6.6kW  3U  

SPS125-53  0-125Vdc  0-53Adc  6.6kW  3U  

SPS160-41  0-160Vdc  0-41Adc  6.6kW  3U  

SPS200-33  0-200Vdc  0-33Adc  6.6kW  3U  

SPS250-26  0-250Vdc  0-26Adc  6.6kW  3U  

SPS375-17  0-375Vdc  0-17Adc  6.6kW  3U  

SPS500-13  0-500Vdc  0-13Adc  6.6kW  3U  

SPS600-10  0-600Vdc  0-10Adc  6.6kW  3U  

SPS800-8.25  0-800Vdc  0-8.25Adc  6.6kW  3U  

SPS10-900  0-10Vdc  0-900Adc  10kW  3U  

SPS16-600  0-16Vdc  0-600Adc  10kW  3U  

SPS20-500  0-20Vdc  0-500Adc  10kW  3U  

SPS32-300  0-32Vdc  0-300Adc  10kW  3U  

SPS40-250  0-40Vdc  0-250Adc  10kW  3U  

SPS50-200  0-50Vdc  0-200Adc  10kW  3U  

SPS60-167  0-60Vdc  0-167Adc  10kW  3U  

SPS80-125  0-80Vdc  0-125Adc  10kW  3U  

SPS100-100  0-100Vdc  0-100Adc  10kW  3U  

SPS125-80  0-125Vdc  0-80Adc  10kW  3U  

SPS160-62  0-160Vdc  0-62Adc  10kW  3U  

SPS200-50  0-200Vdc  0-50Adc  10kW  3U  

SPS250-40  0-250Vdc  0-40Adc  10kW  3U  

SPS375-27  0-375Vdc  0-27Adc  10kW  3U  

SPS500-20  0-500Vdc  0-20Adc  10kW  3U  

SPS600-16  0-600Vdc  0-16Adc  10kW  3U  

SPS800-12.5  0-800Vdc  0-12.5Adc  10kW  3U  

SPS10-1200  0-10Vdc  0-1200Adc  13.3kW  6U  

SPS16-800  0-16Vdc  0-800Adc  13.3kW  6U  

SPS32-400  0-32Vdc  0-400Adc  13.3kW  6U  

SPS50-265  0-50Vdc  0-265Adc  13.3kW  6U  

SPS60-222  0-60Vdc  0-222Adc  13.3kW  6U  

SPS80-166  0-80Vdc  0-166Adc  13.3kW  6U  

SPS125-106  0-125Vdc  0-106Adc  13.3kW  6U  

SPS200-66  0-200Vdc  0-66Adc  13.3kW  6U  

SPS250-53  0-250vdc  0-53Adc  13.3kW  6U  

SPS375-35  0-275Vdc  0-35Adc  13.3kW  6U  

SPS500-26  0-500Vdc  0-26Adc  13.3kW  6U  

SPS600-21  0-600Vdc  0-21Adc  13.3kW  6U  

SPS800-16.625  0-800Vdc  0-16.625Adc  13.3kW  6U  

SPS10-1500  0-10Vdc  0-1500Adc  16.6kW  6U  

SPS16-1000  0-16Vdc  0-1000Adc  16.6kW  6U  

SPS32-500  0-32Vdc  0-500Adc  16.6kW  6U  

SPS50-330  0-50Vdc  0-330Adc  16.6kW  6U  

SPS60-277  0-60Vdc  0-277Adc  16.6kW  6U  

SPS80-207  0-80Vdc  0-207Adc  16.6kW  6U  

SPS125-133  0-125Vdc  0-133Adc  16.6kW  6U  

SPS200-83  0-200Vdc  0-83Adc  16.6kW  6U  

SPS250-66  0-250Vdc  0-66Adc  16.6kW  6U  

SPS375-44  0-375Vdc  0-44Adc  16.6kW  6U  

SPS500-33  0-500Vdc  0-33Adc  16.6kW  6U  

SPS600-26  0-600Vdc  0-26Adc  16.6kW  6U  

SPS800-20.75  0-800Vdc  0-20.75Adc  16.6kW  6U  

SPS10-1800  0-10Vdc  0-1800Adc  20kW  6U  

SPS16-1200  0-16Vdc  0-1200Adc  20kW  6U  

SPS32-600  0-32Vdc  0-600Adc  20kW  6U  

SPS50-400  0-50Vdc  0-400Adc  20kW  6U  

SPS60-333  0-60Vdc  0-333Adc  20kW  6U  

SPS80-250  0-80Vdc  0-250Adc  20kW  6U  

SPS125-160  0-125Vdc  0-160Adc  20kW  6U  

SPS200-100  0-200Vdc  0-100Adc  20kW  6U  
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SPD Dual Channel Models:  

� Full Front Panel Control 

� Dual Channel Configuration 

� Low Profile, High Power Density 1U 

� RS-232 and GPIB Interfaces Standard  

� Embedded Ethernet Interfaces Available 

� Master/Slave Capability up to 32 Channels 

SPS250-80  0-250Vdc  0-80Adc  20kW  6U  

SPS375-54  0-375Vdc  0-54Adc  20kW  6U  

SPS500-40  0-500Vdc  0-40Adc  20kW  6U  

SPS600-32  0-600Vdc  0-32Adc  20kW  6U  

SPS800-25  0-800Vdc  0-25Adc  20kW  9U  

SPS10-2400  0-10Vdc  0-2400Adc  26.6kW  9U  

SPS16-1600  0-16Vdc  0-1600Adc  26.6kW  9U  

SPS32-800  0-32Vdc  0-800Adc  26.6kW  9U  

SPS50-530  0-50Vdc  0-530Adc  26.6kW  9U  

SPS60-433  0-60Vdc  0-433Adc  26.6kW  9U  

SPS80-332  0-80Vdc  0-332Adc  26.6kW  9U  

SPS125-213  0-125Vdc  0-213Adc  26.6kW  9U  

SPS200-133  0-200Vdc  0-133Adc  26.6kW  9U  

SPS250-106  0-250Vdc  0-106Adc  26.6kW  9U  

SPS375-71  0-375Vdc  0-71Adc  26.6kW  9U  

SPS500-53  0-500Vdc  0-53Adc  26.6kW  9U  

SPS600-42  0-600Vdc  0-42Adc  26.6kW  9U  

SPS800-33.5  0-800Vdc  0-33.5Adc  26.6kW  9U  

SPS10-2700  0-10Vdc  0-2700Adc  30kW  9U  

SPS16-1800  0-16Vdc  0-1800Adc  30kW  9U  

SPS32-900  0-32Vdc  0-900Adc  30kW  9U  

SPS60-500  0-60Vdc  0-500Adc  30kW  9U  

SPS80-375  0-80Vdc  0-375Adc  30kW  9U  

SPS125-240  0-125Vdc  0-240Adc  30kW  9U  

SPS200-150  0-200Vdc  0-150Adc  30kW  9U  

SPS250-120  0-250Vdc  0-120Adc  30kW  9U  

SPS375-81  0-375Vdc  0-81Adc  30kW  9U  

SPS500-60  0-500Vdc  0-60Adc  30kW  9U  

SPS600-48  0-600Vdc  0-48Adc  30kW  9U  

SPS800-37.5  0-800Vdc  0-37.5Adc  30kW  9U  

SPS16-2700  0-16Vdc  0-2700Adc  45kW  9U   

SPS20-2250  0-20Vdc  0-2250Adc  45kW  9U   

SPS32-1350  0-32Vdc  0-1350Adc  45kW  9U   

SPS40-1125  0-40Vdc  0-1125Adc  45kW  9U   

SPS50-900  0-50Vdc  0-900Adc  45kW  9U   

SPS60-750  0-60Vdc  0-750Adc  45kW  9U   

SPS80-558  0-80Vdc  0-558Adc  45kW  9U   

SPS100-450  0-100Vdc  0-450Adc  45kW  9U   

SPS125-360  0-125Vdc  0-360Adc  45kW  9U   

SPS160-279  0-160Vdc  0-279Adc  45kW  9U   

SPS200-225  0-200Vdc  0-225Adc  45kW  9U   

SPS250-180  0-250Vdc    0-180Adc  45kW  9U   

SPS375-117  0-375Vdc    0-117Adc  45kW  9U   

SPS500-90  0-500Vdc    0-90Adc  45kW  9U   

SPS600-72  0-600Vdc    0-72Adc  45kW  9U   

SPS800-54  0-800Vdc    0-54Adc  45kW  9U   

SPS1000-45  0-1000Vdc  0-45Adc  45kW  9U   
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AMREL offers the use of third party translation which is handled uniformly rather than allowing for human interpretation; translations may not always be 
accurate or precise, therefore we do not warrant such translations and disclaim any responsibility. 

  

� Programmable Protection 

� Closed-case Calibration 

For more information:  

� Please visit our download information center.  

� Complete AMREL’s Request Information Form.  

� Call toll free 1-800-654-9838  from anywhere in the U.S. (M-F 8am – 5pm PST) to speak with a LIVE 
AMREL representative.  

  

   

 
 

Model #  Output Voltage  (V) Output Current  (A) Output Power  (W) Cabinet  Height  

SPD30-10 30Vdc 10Adc 300W  1U  

SPD300-1 300Vdc 1Adc 300W  1U  

SPD8-40 8Vdc 40Adc 320W  1U  

SPD40-8 40Vdc 40Adc 320W  1U  

SPD20-18 20Vdc 18Adc 360W  1U  

SPD60-6 60Vdc 6Adc 360W  1U  

SPD120-3 120Vdc 3Adc 360W  1U  
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