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Cobham AvComm’s Solution to SAFO 17002 

As a solution to the SAFO issued by the FAA dated 2/6/17, regarding improper transponder and ADS-B 

Out equipment testing, the FAA recommends maintenance personnel adhere to proper test procedures 

to prevent uninhibited transmissions that may affect ATC operations or airborne equipment.  This 

recommendation is to coordinate with ATC and use antenna shielding to prevent test data that could 

generate false intruder information.  Shown below, the Cobham AvComm IFR6000 has an antenna 

shield as a standard accessory that is used to block transmissions of your upper or lower antenna, 

while performing over-the-air testing; but this doesn’t solve the problem. 

 

 

 

 

 

 

 

 

 

 

 

 

By using a coupler over your transponder antenna and using the antenna shield for dual (diversity) 

antenna installations, you can avoid false intruder information and fully test your ADS-B system 

components.  Cobham AvComm’s UC-584 Universal Coupler fits most L-Band antennas and is 

available as an optional accessory to the IFR6000 and IFR6015. See data sheet for specification. 

 

• >20 dB isolation 

• Prevents uninhibited transmissions 

• Reduce/eliminate coordination with ATC 

 

For more information about our ADS-B installation test solutions: 
Phone: (316) 522-4981 

AvComm.TechSales@cobham.com 

UC-584 

Antenna Shield 

False Intruder 
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